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CPU Core i5-8500T (617/6ZLwk/2.1GHz/tb3.5GHz/9M/ Intel UHD Graphics 630/TDP25W/DDR4-2666)
CPUJ—3— CPUSBHIE—h>)  (EAR—ARE)
AAIAEY 8GB (8GBx1) DDR4-3200 SO-DIMM EMAXE)
SSD AKL—2 128GB M.2 SATA SSD (Industrial Grade SSD) &EASSD
AT 71979 [Based on CPU] 1>F)L UHDY574w9  (HDMIx1, DVIx1) 4KHFH3tis
FyrJ—J(LAN) [A>R—R] Intel 1211 x2 Dual Gigabit LAN controller
PowerS/W [ATX power on/off switch
BEAHN |[Line-out x1 . Mic-in x1
5@ 10 T7OTF 7oFFiR—hkx2
M.2Y4syhk  |External M.2 socket (Key M)
SIMA—R SIM card holder x2
USB2.0 USB 2.0 ports (500mA per each) x2
COM COM1/2 (RS232/422/485) & COM3/4 (RS232)
USB3.1 USB 3.1 Gen 1 ports x4 (900mA per port)
DVIH S DVI-D port x1
HSME I/O(HDMIH A |HDMI port x1
LAN Intel® I210AT GbE LAN ports x2
Powerl/F [3-pin remote power on/off switch
BIREASD 9V to 30V DC input
Z0Ah TPM F-AES{tEENELIEASR—RTPM2.0+1)71FvS (SLB9665)

Storage Device&1/0

8CH GPIO: internal pin header, support 4 x GPO and 4 x GPI, TTL 5V level
Onboard TPM2.0 (SLB9665) for data encryption purposes

1 x Internal M.2 Key M, supports optional LTE

Storage Device

1 x Internal M.2 socket (Key M SATA 3.0)

1 x 2.5" HDD or SSD (SATA 3.0) driver bay

One PClIe x4 expansion slot
- Add-on card length: 169mm max.

hisRA - Power consumption: 10W/slot max.
1 x Internal mini-PCle socket support optional Wi-Fi/3.5G/4G LTE
AEYZ0OY A 220vhk XExK32GB (64bitOSHF)
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fREIE [1E#E] 18RI R\wIA RN\ = ROTPREE

HR—MOSIFHELE YA >R R—=)LOSICIRDE S . ZOAMCDVTIERRVEDELCZZ L,
MERIBEINIS AT AIOVWTES AT ABIBE £ EMEBECBBVEDE T,
NERECHERICOBIMERREIN - Y ISR T RN BRDE T,

*2 XEFEEEOETIDE. B—OYHAREREDZESCHMEBRIIELRDET,
AAROF RIS TEEFADTFIHT T HRZE,

%3 BEDBHOMBREFEICLD, FEEAEHNEB LRSI HDET.

%1

APPLIED.CO.LTD



